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All the equipment is installed with the following
- addltwnal equipment to enhance safe and secure use.

1. High Resolution reverse camera
Y 2. Green Light Seat Belt Warning
3. Work at Height Fall protection rails

Tel: 0161 761 5109
E: sales@chc.co.uk

On Board Load Count System

Unique Operator Keys

Anti Theft Satellite Tracking

On Board Diagnostic Data logging

Wireless Caretrack machine communications
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VOLVO A40G
Articulated Truck
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Engine model Volvo D13J (Stage V) Forward mm
Max power - SAE J1995 Gross kw 350 1 5.8km/h -
hp 476 2 8.5km/h mm
at engine speed r/min 1900 3 10.4km/h
Flywheel power - 1SO 9249, SAE J1349 Net kw 347 4 15km/h
hp 472 5 21.6km/h
atengine speed r/min 1900 6 27.3kmv/h
Max tarque - SAE J1995 Gross Nm 2525 7 36.1km/h
Max tarque - 1SO 9249, SAE J1349 Net Nm 2500 8 47.8km/h
atengine speed r/min 1050 57km/h
Displacement I 128 Reverse
1 6.5km/h
2 9km/h
Tires 29.5R25%* Tires 29.5R25** 3 18km/h
Front 16 100kg Front 20 450kg
Rear 14 600kg Rear 49 250kg
Total 30 700kg Total 69 700kg
Payload 39 000kg

Operating weight includes all fluids and operator **) A40G with tires 875/65R25, add 300 kg /axle

Ground Pressures

Cooling system

Tires 29.5R25 B75/65R25
Unloaded
Front kPa m 98 Transmission
Rear kPa 47 42
Loaded Axles, front/bogie I 26/53L
Front kPa 139 121 lydraulic tank
Rear kPa 167 146 DEF/AdBlue®

Dumping System

Patented Load and Dump Brake.
Dumping Cylinders: two single stage double acting cylinders,

Tipping angle 70°
Tipping time with load 12s

Tn discuss your production or rental requirement
in more detall call our rental team on 0161 761 51 09

Internal sound level with sound kit: 70 dB[A)
External sound level with sound kit: 110 dB(A)

All data gathered frem the manufacturer
& accurate at time of publication,

This data sheet is provided as a guide
only.Flease check against manufacturer
data on all critical requirements.




